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SPG WP27 USB 3.0 1731020907
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SPG WP20 USB-C 1731020913

SPG WP27 RJ45 Cat.6 1731020933

SPG WP27 HDMI 1731020937
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NEW

SPG WP27 USB 3.0 SPG WP20 USB-C SPG WP27 RJ45 Cat.6 SPG WP27 HDMI

Large grommets for drives and service connectors
 X Large grommets with embedded panel connectors with diameters 27 and 20 mm, RJ45, HDMI and USB-C

 X Connectors 180° Female/Female

 X Useful for quick connections without opening the electrical panel

 X Plastic connectors with protection screw cap

 X Degree of protection IP66

The SPG WP grommets allow the integration of 
panel sockets (USB, RJ45, HDMI, etc.) directly on 
the DES frame.

The advantage is the modularity of the system 
that allows quick connection and release of 
data cables without opening the machine panel, 
as well as to keep the connections protected 
even when not in use. This plug-in system 
facilitates the design of increasingly modular 
machines. The sealing cap is included.

Technical data
Material: TPE, insert PP+GF, sockets PA66

Flammability: self-extinguishing  
acc. to UL94-V0

Temperature: -30°C… +105°C (static)

Features: halogens and silicones free

Related products

DES 24  DESPRED  DES 24MX

DES 16 DESCLICK DES 16M

DES 10 DES 24M DES 16MX

DES Q DES 24MX15

Dimensions [mm]

Model Code Application Pcs

/pack

With USB 3.0 (f/f) and cap

With USB-C (f/f) and cap

With RJ45 Cat.6 (f/f) and cap

With HDMI (f/f) and cap


